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Estoque de matérias primas:

576 pallets, aprx 864ton (12 dias)

Estoque Produto acabado:

384 pallets, 500ton (6,5 dias)

Sala de 

serviços

Line 1 de 1500Kg/h

Line 2 de 1500Kg/h

Line 3 (existent) 350Kg/h

Silos Ø2,85x6,5m; 40m³ each. 

6 for polymer, 240m³ = 156 Ton.≈ 48hs of production

2 for CaCO3, 80m³= 70 Ton. ≈ 58hs of production

 

 

Unpacking machine for 25kg bags

Capasity higher than 500 bags/h.

Can loading 100ton in 8 hs.
For PP/PE pellets or CaCO3  powder

Estoque de aditivos:

88 pallets, aprx 130 ton (25 dias)

skid of water pumps for 80m³/h- 8 bar each, one in standby.

3x Filters >60 m³/h capacity each, 120 mesh, two working, one standby.

2x water chiller of 100TR (300000 Kcal/h) capacity each.

Each one with two independent circuits.

Without water tank.

Without water pump. 

Compressors Copeland brand.

CLP/IHM Siemens/Rockwell /Schnaider

Higth speed mixer 500/1000

PP/PE Pellet Vacuum loaders, for 3000Kg/h

CaCO3 powder Vacuum loaders for 1000Kg/h

One vacuum pump standby

 

Screw air compressor.

Variavel speed, energy saving.

±7m³/min.

including: 

air dryer.

Air filter <1um/ 0,5ppm

Loss in weight  gravimetric dosing unit for CaCO3- 600Kg/h

Loss in weight  gravimetric dosing unit for CaCO3- 600Kg/h

Loss in weight  gravimetric dosing unit for CaCO3- 600Kg/h

Loss in weight  gravimetric dosing unit for PP/PE pellts- 2000Kg/h

Gravimetric batch dosing unit for additives mixture - 4 different additives.

micropellets, pellets and powder.

25Kg/h each

Loss in weight  gravimetric dosing unit for aditives- 50Kg/h

Vaccum loader for powder CaCO3- 600Kg/h

Vaccum loader for powder CaCO3- 600Kg/h

Vaccum loader for powder CaCO3- 600Kg/h

Vaccum loader for pellets PP/PE- 2000Kg/h

Side force feeder for CaCO3 powder - 600Kg/h.

Screw same diameter as main extruder

Side force feeder for CaCO3 powder - 600Kg/h.

Screw same diameter as main extruder

Main extruder , 

95mm,LED=56 

specific torque>10Nm/cm³

Sped=500RPM

Gear pump 2500Kg/h

Screen changer.

working area>250cm²

Underwater cutting system

1500Kg/h

material of the blades: D2 (DIN 1.2379) (X155CrVMo121)


